REPAIR PARTS LIST

FOR

HYDRAULIC PUMP
<table>
<thead>
<tr>
<th>Item No.</th>
<th>Part No.</th>
<th>Description</th>
<th>Qty.</th>
</tr>
</thead>
<tbody>
<tr>
<td>1</td>
<td>A53900-1</td>
<td>Reservoir</td>
<td>1</td>
</tr>
<tr>
<td>2</td>
<td>B159167</td>
<td>Gasket</td>
<td>2</td>
</tr>
<tr>
<td>3</td>
<td>B110900</td>
<td>Filler Plug Assembly</td>
<td>1</td>
</tr>
<tr>
<td>4</td>
<td>B528550</td>
<td>Grip</td>
<td>1</td>
</tr>
<tr>
<td>5</td>
<td>A59900-1</td>
<td>Handle w/Grip</td>
<td>1</td>
</tr>
<tr>
<td>6</td>
<td>CB678060</td>
<td>Beam</td>
<td>1</td>
</tr>
<tr>
<td>7</td>
<td>P20857</td>
<td>Pin (Cross)</td>
<td>1</td>
</tr>
<tr>
<td>8</td>
<td>CN493061</td>
<td>Pin (Beam)</td>
<td>1</td>
</tr>
<tr>
<td>9</td>
<td>CN419044</td>
<td>Retaining Ring</td>
<td>1</td>
</tr>
<tr>
<td></td>
<td></td>
<td>Replace as a set</td>
<td></td>
</tr>
<tr>
<td>10</td>
<td>A54051</td>
<td>Pump Plunger</td>
<td>1</td>
</tr>
<tr>
<td>11</td>
<td>B1110566</td>
<td>Backup Washer</td>
<td>1</td>
</tr>
<tr>
<td>12</td>
<td>B1110803</td>
<td>&quot;O&quot; Ring</td>
<td>1</td>
</tr>
<tr>
<td>13</td>
<td>CU99446</td>
<td>Plunger Sleeve</td>
<td>1</td>
</tr>
<tr>
<td>14</td>
<td>B1015565</td>
<td>Backup Washer</td>
<td>1</td>
</tr>
<tr>
<td>15</td>
<td>B1015903</td>
<td>&quot;O&quot; Ring</td>
<td>1</td>
</tr>
<tr>
<td>16</td>
<td>U34X8</td>
<td>Valve Kit</td>
<td>1</td>
</tr>
<tr>
<td>17</td>
<td>AJ100061</td>
<td>Valve Plug</td>
<td>1</td>
</tr>
<tr>
<td>18</td>
<td>S1183</td>
<td>Spring</td>
<td>1</td>
</tr>
<tr>
<td>19</td>
<td>S116</td>
<td>Ball 5/16&quot;</td>
<td>1</td>
</tr>
<tr>
<td>20</td>
<td>116</td>
<td>Ball 7/32&quot;</td>
<td>1</td>
</tr>
<tr>
<td>21</td>
<td>CB673005</td>
<td>Base</td>
<td>1</td>
</tr>
<tr>
<td>22</td>
<td>A55054</td>
<td>Packing Nut</td>
<td>2</td>
</tr>
<tr>
<td>23</td>
<td>A57075</td>
<td>Pump Packing</td>
<td>1</td>
</tr>
<tr>
<td>24</td>
<td>A56055</td>
<td>Retaining Sleeve</td>
<td>1</td>
</tr>
<tr>
<td>25</td>
<td>B55053</td>
<td>Chevron</td>
<td>3</td>
</tr>
<tr>
<td>26</td>
<td>A47052</td>
<td>Spreader</td>
<td>1</td>
</tr>
<tr>
<td>27</td>
<td>U30X9</td>
<td>Release Valve Kit</td>
<td>1</td>
</tr>
<tr>
<td>28</td>
<td>CU689900</td>
<td>Release Valve (New Style)</td>
<td>1</td>
</tr>
<tr>
<td>29</td>
<td>MJ11-1</td>
<td>Nut</td>
<td>1</td>
</tr>
<tr>
<td>30</td>
<td>B1001503</td>
<td>&quot;O&quot; Ring</td>
<td>1</td>
</tr>
<tr>
<td>31</td>
<td>E394018</td>
<td>Filter</td>
<td>1</td>
</tr>
<tr>
<td>32</td>
<td>B217074</td>
<td>Valve Packing</td>
<td>1</td>
</tr>
<tr>
<td>33</td>
<td>CL213108</td>
<td>Conical Spring Washer</td>
<td>1</td>
</tr>
<tr>
<td>34</td>
<td>B109900</td>
<td>Release Valve (Old Style)</td>
<td>1</td>
</tr>
<tr>
<td>35</td>
<td>65282</td>
<td>Coupler (Ram Half)</td>
<td>1</td>
</tr>
<tr>
<td>36</td>
<td>CF783020</td>
<td>Dust Cover</td>
<td>1</td>
</tr>
<tr>
<td>37</td>
<td>65281</td>
<td>Coupler (Hose Half)</td>
<td>1</td>
</tr>
<tr>
<td>38</td>
<td>65280</td>
<td>Coupler, Complete</td>
<td>1</td>
</tr>
<tr>
<td>39</td>
<td>65291</td>
<td>6 ft. Hose w/65281</td>
<td>1</td>
</tr>
<tr>
<td>†</td>
<td>65120X</td>
<td>Repair Kit</td>
<td>1</td>
</tr>
<tr>
<td>†</td>
<td>65282X</td>
<td>Repair Kit for Ram Half Coupler</td>
<td>1</td>
</tr>
<tr>
<td>□</td>
<td>K83064</td>
<td>Identification Decal</td>
<td>1</td>
</tr>
</tbody>
</table>

* Available individually or in 65120X Repair Kit
† Not Shown
□ See Back Page
DECAL LOCATION

Blackhawk Automotive
Porto-Power
Hand Pump Model
B65120
Rating
8650 P.S.I.

#K83064 Decal