OWNER'S RESPONSIBILITY

Operation. The owner and/or operator shall have an understanding of the operating instructions and warnings before operating the ram. Warning information shall be emphasized and understood. If the user is not fluent in English, the instructions and warnings shall be read to and discussed with the operator in the operator's native language by the purchaser/owner, making sure that the operator comprehends its contents.

Maintenance. The ram shall be maintained in accordance with instructions listed under "Maintenance."

Inspection
1. Visual inspection shall be made before each use of the ram, checking for leaking hydraulic fluid, and damaged, loose or missing parts.
2. Each ram shall be inspected by an authorized service center immediately, if subjected to an abnormal load or shock.
3. Owners and/or users should be aware that repair of this equipment may require specialized knowledge and facilities. It is recommended that an annual inspection of the ram be made by an authorized service center and that any defective parts, damaged or warning labels be replaced with genuine factory parts. A list of authorized service centers is available from the factory.

Damaged Rams. Any ram which appears to be damaged in any way, is found to be badly worn, or operates abnormally SHALL BE REMOVED FROM SERVICE until necessary repairs are made by an authorized service center.

Operation.
1. Always tighten attachments and extension tubes the full thread provided. Use ram for lifting only. Always support load by appropriate means.
2. Center the load on the ram. Off-center loads and loads lifted while ram is not level may damage the ram or cause personal injury.

MAINTENANCE
1. Use only hydraulic jack oil. Never use alcohol or hydraulic brake fluid.
2. Always keep your ram clean.
3. Keep ram fully retracted when not in use.