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OLD NEW
PART PART
NO. NO.
GG-1 80290
GG-2 80291
GG-3 80292
GG-4 17980
GG-5 18075
GG-6 18135
GG-7 18140
GG-9 80293
O-GG-9 80294
GG-10 80295
G-12 800357
G-14 16905
GG-15 17920
GG-17 17940
G-19-1 80296
GA-21 80297
GA-24 17810
G-25 17215
G-26 80298
G-27 17395
G-28-A 80299
G-29 80300
GG-30 80301
GG-31 80302
GG-31-A 80303
GG-32 80304
GG-33 80305
GG-34 80306
G-36 80307
G-37 80308
GG-38-1 17955
GG-39 17975
GG-40 80310
GG-41 80311
GG-42 80312
GG-43 80313
GG-44 80314
GG-45 80315
GG-48 18065
GG-50 18080
G-51-A 17465
GG-52 18090
GG-55 18110
GG-56 18125
G-67-1A 80360
G-69-A 17670
G-71 17680
GG-72 80316
GG-75 18170
GG-77 18185
G-78-A 17715
G-82 17755

Heinlfferner/

MODEL "GG”
HYDRAULIC JACK REPAIR PARTS LIST
AND SERVICE INSTRUCTIONS

DESCRIPTION

Lifting Arm, w/G-103-B, 2 G-504
Unit Body with valves

Saddle Holder

Caster Wheel

Caster Fork

Caster Bracket

Handle Fork, only

Ram only

Ram Assembly

Ram Follower

Ram Cup leather, 2%" Dia.
Front Wheel with G-27, G-82
Release Knob

Pull Back Spring

Retainer for Ram Cup

Pin for 1%" Piston-Fork to Link
Control Spring

Front Axle with 2-G-36, 2 G-69-A
Bushing for Front Axle (Each)
Roller Brgs. for Front Wheel, Set of 24
Saddle

Saddle Stud

Saddle Pin, 2 G-71

Parallel Link, R.H., GG-33
Parallel Link, L.H., GG-33
Parallel Link Pin, 2 G-71
Parallel Link Stud Assembly
Tie Rod, Nuts and Washers
Rivet for Front Axle

Main Pin, 2-1%" Nuts and Washers
Connector Pin

Handle Fork Pin (Set of 2)

Side Bar, R.H. with bushings
Side Bar, L.H. with bushings
Qutside Tube

Ram Cylinder

End Nut

Ram Packing Nut

High Pressure Piston, %" Dia.
Link for 1%" Piston

Quadrant Lock

Quadrant Lock

Packing Nut for 1%" Piston
Packing Nut for ;" Piston
Safety Valve complete

1%" Snap Ring

%" Snap Ring

Handle Pipe with grip
Quadrant Rod,

Quadrant Lock Screw and Washer
Control Knob,

Washer for front wheel

USE NEW PART NUMBER ONLY WHEN ORDERING PARTS

OLD
PART
NO.

GG-86
Y-87
GG-91
GG-93
GG-111
GG-112
GG-115
GG-118
G-119
121-4
138
138-A
GA-139-1
Y-148-C
221-6
GG-224
W-299
W-300-A
GG-301
Y-308-1
GA-318
W-334
Y-348
385
GG-388
389
389-B
GG-414
K-421-1
GG-425
GG-439
GG-450
GG-454
A-457
GA-457
GG-458
GG-461
GG-475
GG-501
3006
534

Quart

NEW
-PART
NO.

18205
25135
18210
18225
17870
17875
17880
17885
16810
1745

80031
80007
17785
24540
9285

80318
23625
23675
17950
24715
17825
80034
24865
11520
17960
12165
12415
80320
80321
17985
80322
18005
18015
16020
17430
17450
18020
18055
80324
9750

13375
9190

80326
80327
80328
80329
80330
5243

81012
80033
80123

4 ToN

DESCRIPTION

Release Stem Collar, 170-2 Pin
Release Screw

Release Rod, washers and nut
Caster Axle, 2 G-119

Pin for Caster Fork

Inner Race for Caster

Outer Race for Caster

Ram Clip, 138-D Screw

Clip for Axle

Pin for Quadrant Lever, 389 Rings
%" Filler Screw, 139-4 Masher
#s" Oil Lever Screw, 139-3 Washer
Washer for cut-out valve plug
Seal for Release Valve

Pin-1%2" Piston to Link

Release Extension W-300-A Gear
Release Rod Gear

Release Valve Gear, GA-466 Pin
Release Valve Stud :
Release Valve Box

Handle Pin Bushing (Set)

s Screw and Washer for Fork
Release Valve Stop

Pump Valve Seal

Plug for Cut-out Valve, GA-139-1
%" Pin Ring '

#s" Pin Ring

Pivot Pin, Nuts and washers

Tie Rod Sleeve

Release Hanger

Tie Rod, Nuts and Washers

Links for %" Piston, Set of 2

“V* Packing for 1%" Piston, per set
Tension Spring for Release Rod
Latch Plate for Control Knob & Screws
Quadrant Lever

High Speed Piston, 1%" Dia.

"V" Packing for 4" Piston, per set
Cover Plate with Screws

Grease Fitting

Ram Packing (Set of 2)

Seal for Ram Cylinder

Set Screw for Handle Pin

High Speed Pump Valves

High Pressure Pump Valves
Cut-out Valve for 1%"” Piston
Release Valvercomplete

Handle complete

Caster complete

Ball Bearing for Caster (Set of 22)
Hydraulic Jack Oil :

FORM 15-038
REV. 7-1-68

Order parts from the nearest Hein-Werner Official Service Station. Always state both model and serial number.
USE ONLY GENUINE HEIN-WERNER HYDRAULIC JACK OIL IN ANY HEIN-WERNER JACK
WAUKESHA, WISCONSIN — AJAX, ONTARIO

HEIN-WERNER CORPORATION

PRINTED IN U.S.A.





