1. ASSEMBLE CASTERS ONTO LETS AS DEPICTED WITH 1/2” LOCK WASHER ADN 1/2-13 NUT.

2. ASSEMBLE LEGS TO HYDRAULIC UNIT BASE AS DEPICTED USING 3/8-16 X 3-1/2” BOLT, 3/8” WASHER, AND LOCK WASHER.


4. PLACE THE TOP PLATE ONTO THE HEAD ASSEMBLY AND ATTACH WITH FOUR 7/16-14 X 3/4” SCREWS.

5. ATTACH CHAIN ASSEMBLY TO TOP PLATE WITH PROVIDED WING NUT AS SHOWN.

6. ATTACH HANDLE (NOT SHOWN) TO HYDRAULIC UNIT WITH 5/16-18 X 1-3/4” BOLT AND LOCK NUT.

**DISCONTINUED - NO PARTS AVAILABLE**

---

**ASSEMBLY INSTRUCTIONS / SERVICE PARTS SHEET**

<table>
<thead>
<tr>
<th>PART NUMBER</th>
<th>DESCRIPTION</th>
<th>SERVICE PARTS INCLUDES</th>
</tr>
</thead>
<tbody>
<tr>
<td>137-001-019</td>
<td>HYDRAULIC UNIT KIT</td>
<td>ALL SEALS, BALLS, PLUGS, SPRING, AND SPRINGS</td>
</tr>
<tr>
<td>137-001-020</td>
<td>FOOT PEDAL KIT</td>
<td>FOOT PEDAL, RELEASE LEVER, SPRING, AND SPRINGS</td>
</tr>
<tr>
<td>233034</td>
<td>SWING ARM</td>
<td>SWING ARM</td>
</tr>
<tr>
<td>220861</td>
<td>CHAIN ASSEMBLY</td>
<td>CHAIN ASSEMBLY</td>
</tr>
<tr>
<td>137-001-018</td>
<td>CASTER KIT</td>
<td>(1) CASTER AND MTG HARDWARE</td>
</tr>
</tbody>
</table>

WHEN ORDERING SERVICE PARTS FROM YOUR SNAP-ON DEALER, PLEASE ADD THE PREFIX "LSL" IN FRONT OF THE PART NUMBER.

EXAMPLE: LSL.888-888-888

---

**SERVICE PARTS**

7/16-14 X 3/4" SCREW (4 REQ'D)

---

**93724**

---

**845-000-133**
When ordering service parts from your Snap-on dealer, please add the prefix "LSL" in front of the part number (example: LSL.233037).